
S.No Particulars Qty. Unit
Rate 
(Rs.) Amount (Rs.)

Interior Furnishng - Divisionnal Office I Premises

1 FULL HIGH WOODEN PARTITION (without door)
Fabrication and erection of glazed partition, with use of Skeleton of
aluminium sections 63mmX38 mmX1.75mm thk of Jindal or Indal
make of size spaced 2’0” x 2’0” both horizontally and vertically in a
grid fashion, both sides of the section to be finished with 6mm tk
plywood duly treated for termite resistance and finished with 1 mm tk
laminate of approved shade and make, as per direction. All openings
are to be strengthened on the edges with additional aluminium
sections in order to fix glass (float glass). Inclusive of fixed glazing
with 8mm tk glass fixed as per specification. 3” high laminate
skirting to be provided. 

i Up to a height of 11’6” from finished floor level for Admin Officers
cabin. 325.00 Sft
        

2 HALF HIGH WOODEN PARTITION 
Fabrication and erection of glazed partition, with use of Skeleton of
aluminium sections 63mmX38 mmX1.75mm thk of Jindal or Indal
make of size spaced 2’0” x 2’0” both horizontally and vertically in a
grid fashion, both sides of the section to be finished with 6mm tk
plywood duly treated for termite resistance and finished with 1 mm tk
laminate of 

approved shade and make, as per direction. All openings are to be
strengthened on the edges with additional aluminium sections in order
to fix glass (float glass). Inclusive of fixed glazing with 8mm tk glass
fixed as per specification. 3” high laminate skirting to be provided. 305.00 Sft

3 GLAZED DOOR (7'0" ht)
Fabrication and fixing of glazed door for cabins using 4” x 2 
½” country wood frame filled with 8mm glass duly worked 
(fused pattern) as per the architect design. The door is to be 
fixed with pivots at top and bottom running on a flat hinge 
with necessary accessories, fixed on the outer side to be flush 

Tender Schedule for the Interior furnishing works in 
M/s. The Oriental Insurance Company Ltd, Serveice branch, Coimbatore.



S.No Particulars Qty. Unit
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with the partition. All hardware locks handle and brass hinges
 etc for the door to be provided as per the design approved 
by the architect. Frame to be painted with automotive paint to 
match that of the partition.
Size - 3’0” x 7’0” x 1 No, 21.00 Sft

4 GLAZED DOOR (5'6" ht)
Fabrication and fixing of glazed door for cabins using 4” x 2 
½” country wood frame filled with 8mm glass duly worked 
(fused pattern) as per the architect design. The door is to be 
fixed with running on a flat hinge with necessary accessories,
fixed on the outer side to be flush with the partition. All
hardware locks handle and brass hinges  etc for the door to be
provided as per the design approved by the architect. Frame to
be painted with automotive paint to match that of the partition.
Size - 3’0” x 5’6” x 2 Nos, 33.00 Sft

                    
TOTAL AMOUNT Rs:
SAY Rs:
(In words:                                                                                                                                           Only).


