
OPTION - 1 USING WITH VENEER WITH MELAMINE POLISH

S.No Particulars Qty. Unit
Rate 
(Rs.)

 Amount (Rs.) 

        
1 HALF HIGH WOODEN PARTITION 

Fabrication and erection of glazed partition, with use of Skeleton of
aluminium sections 63mmX38 mmX1.75mm thk of Jindal or Indal
make of size spaced 2’0” x 2’0” both horizontally and vertically in a
grid fashion, both sides of the section to be finished with 6mm tk
plywood duly treated for termite resistance and finished with 4
mm tk veneer & with melamine polishing of approved shade and
make, as per direction. All openings are to be strengthened on the
edges with additional aluminium sections in order to fix glass (float
glass).

Inclusive of fixed glazing with 8mm tk glass fixed as per
specification. 3” high laminate skirting to be provided. .(glass
partition for running counter)

i Up to a height of 2’0” from counter top for front of counters. 30.00 Sft
ii Up to a height of 4’6” from finished floor level for side partition 75.00 Sft
iii Up to a height of 4’6” from finished floor level for agents corner 80.00 Sft

2 FULL HEIGHT PARTLY GLAZED DOOR
Full ht. partly glazed 35mm thk flush door of size 7’0” x 3’0” 
with 8mm thk.glass fixed in moulding fully finished in
laminate, color as per specification of any equivalent brand 
& pattern,provided with door closer, edge lipping & round
moulding, lock and SS handle all complete.
GLD   – (3'0” x 7’0”) x 1 No 21.00 Sft

3 CURTAINS FOR WINDOWS
Supplying and fixing of high quality fleeted stitching curtains
(Assuming basic cost of curtain @ Rs. 375/Mtr at site) for
window/fixed glass fixed with use of necessary rods/plastic holders
dooom with brackets etc complete. The whole assembly is to be fixed
with due aluminum brackets. 190.00 Sft

4 MANAGER TABLE
Providing and fixing in position Manager table of size 5’-0” x 2’0”
excluding side storage (Credenza) by using 18mm thick water proof
plywood duly treated for termite resistant. Telescopic CPU stand/
ready made keyboard tray shall be provided.Drawer units shall be
provided with multipurpose Godrej locks in each drawer. Facia of
drawer unit shall be finished with 4mm thick veneer with
melamine polishing and all other sides shall be finished white
enamel paint. The drawers will be provided with 
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(Rs.)
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handles (Stainless steel finish) and channels as per approval of the
project consultant/ bank.All exposed plywood surfaces to be finished
with 4mm tk veneer of approved make & shade, and all exposed
edges of table top & ply verticals to have 1” x ¼” T.W lipping. All
exposed T.W sections to be melamined and internal surfaces to have
white enamel paint as directed. The item to include plywood boxing,
all necessary hardware and fittings in stainless steel finish, lipping to
all edges etc. complete in all respects. 

a Table of size 5'0" x 2'6" 1.00 Nos
b Side Credenza 3'0" x 2'6" 7.5 Sft

5 OFFICER'S TABLE
Providing and fixing in position Officer's table of size 4’-0” x 2’0”
excluding side storage (Credenza) by using 18mm thick water proof
plywood duly treated for termite resistant. Telescopic CPU stand/
ready made keyboard tray shall be provided.Drawer units shall be
provided with multipurpose Godrej locks in each drawer. Facia of
drawer unit shall be finished with 4mm thick veneer with
melamine polishing and all other sides shall be finished white
enamel paint. The drawers will be provided with 

handles (Stainless steel finish) and channels as per approval of the
project consultant/ bank.All exposed plywood surfaces to be finished
with 4mm tk veneer of approved make & shade, and all exposed
edges of table top & ply verticals to have 1” x ¼” T.W lipping. All
exposed T.W sections to be melamined and internal surfaces to have
white enamel paint as directed. The item to include plywood boxing,
all necessary hardware and fittings in stainless steel finish, lipping to
all edges etc. complete in all respects. 

a Table of size 4'0" x 2'6" 1.00 Nos
b Side Credenza 3'0" x 2'6" 7.5 Sft

6 RUNNING COUNTERS 
a Type II (Straight Profile Counters).

Fabrication and erection of running counter made of 18mm thick
water proof plywood duly treated for termite resistant, finished with
4mm thick veneer with melamine polish on all outer sides the inner
sides are to be finished with 2 coats of putty 1 coat primer and 2 coats
of enamel. Each clerical space in the running counter is to be
provided with drawers, cabinets and a CPU cabinet. The drawers with
12mm plywood are to be fitted 
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Rate 
(Rs.)
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with microscopic slide for smoother functioning. The cupboard is to
be fixed with box type hinges and locks are to be provided for both
with all necessary handles fixtures etc. The CPU cabinet with
necessary perforations for ventilation and wiring. Counter top to be
fininshed with 4mm thick veneer with melamine polish and edges to
be finished with teak wood beadings as per specification given by
architect. The total work is to be done as per the drawing and the
colours etc. to be consulted with the architect.(including inter
partiotion)

i Laminate skirting as per the design is to be fixed on the outer bottom
of the counter.

ii Country wood, wooden footrest to be provided. All exposed edges to
be finished with flat teak wood beadings duly polished to match that
of the laminated sheet. 13 Rft

7 STORAGE CABINET (HALF HEIGHT)
Fabrication of Storage cabinets upto a height of 3’0”, size 10'6"
 wide and 1’3” deep, made of 18mm thick termite treated, water 
proof plywood. The backside of the cabinet is to be covered 
with 12mm thick plywood. The front door is to be lipped with
teak wood on all four sides. The doors are to be fitted with 3”
brass hinges and proper locks are to be fixed. The outer sides of the 
cupboard are to be finished with 4mm thick venner with melamine
polish.The inner side of the cabinet is to be finished with 2 coats of 
putty and 2 coats of enamel etc.,as approved by the Architect.

i Manager cabin 35.00 Sft

8 FULL HEIGHT STORAGE                    
Fabrication of Storage cabinets upto a height of 7’0”, size 7'6"
wide and 1’3” deep, made of 18mm thick termite treated, water 
proof plywood. The backside of the cabinet is to be covered 
with 12mm thick plywood. The front door is to be lipped with
teak wood on all four sides. The doors are to be fitted with 3”
brass hinges and proper locks are to be fixed. The outer sides of the 
cupboard are to be finished with 1.5 mm thick laminate.
The inner side of the cabinet is to be finished with 2 coats of 
putty and 2 coats of enamel etc.,as approved by the Architect.

i Near BM Cabin & rest room 75.00 Sft

9 FULL HEIGHT DOCKET STORAGE 
Fabrication and supply of docket storage made of 18mm thick 
waterproof plywood duly treated for termite resistant finished 
with 4 mm thick veneer on all outer sides. Each docket space to be of 
1’6” x 1’0” x 1’3”depth individual size The inner sides to be finished 
with inner laminate as per specifications. The total work is to be done   
as per the drawing and the colours etc. to be consulted with 
the architect (size 15' 0" x 7'0"). 105.00 Sft
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10 INTERNAL FIXED GLAZING
Providing and fixing internal fixed glazing for BM cabin comprising 
of 12mm Modifloat,Saint Gobain Asahi or equivalent make clear 
glass with top, bottom and vertical frame comprising of black powder 
coated aluminium members. Section made of  4” x 1½” bottom, side 
vertical and top  2½” x 1½” series of Jindal section (14 gauge) having 
20 micron colored anodizing, having 12mm Modi Plain glass, best 
imported quality rubber gasket, all other accessories etc., complete in 
all respect as per directed and specified by the Architects.

Manager cabin fixed glass (4'6"ht) 45.00 Sft

TOTAL AMOUNT Rs.
SAY Rs.
(In Words:  Rupees                                                                                                             Only)

Notes: All items are excluding of GST and other applicable taxes, unless specified


